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Introduction
The existence of natural organic matter (NOM) in drinking 

water has received considerable attention in recent decades, 
because it may cause, color and taste problems in addition to 
the formation of disinfection by-products (DBPs) [1]. NOM is 
detected in most of water sources such as lakes and rivers [2]. It 
has been reported that most of NOM in surface and ground water 
are in the form of humic and fulvic acids [3]. Humic and fulvic acids 
react with the chlorine based materials during the disinfection 
process and hence DBPs are formed. DBPs are carcinogenic and 
cause many health and environmental problems to human and 
aquatic life [4,5]. Chemical coagulation using aluminum sulphate 
followed by sedimentation and filtration are the most prevalent 
sequence in water treatment plants. These basic processes are 
efficient for the removal of colloidal or suspended particles, but 
the removal of NOM is limited [6]. Some researchers enhanced 
the coagulation process to remove NOM by adjusting the water 
pH and increasing the amount of coagulant, but the high amount 
of chemical addition was a concern [7]. Lieknes investigated 
the micro-filtration by metal membranes as a post process after 
coagulation for NOM removal [8]. However, the cost of micro-
filtration was not considered.

Many researchers have used the adsorption by activated 
carbon and advanced oxidation processes for removal or 
degradation of different organics from water [9-12]. While, other 
researchers have developed low cost adsorbent materials that 
prepared from agricultural residues such as wheat straw [13],  
rice husk [14], peanut hull coconut husk [15], black gram husk 
[16], Sawdust [17], sugarcane bagasse [14], banana pith [18], and 
pine grape stalk [16]. In this paper, chemically modified flaxseed 
husk (MFH) was used for drinking water treatment. MFH was 
prepared by addition of aluminum sulphate. The removal of 
turbidity and NOM by coagulation and adsorption using MFH 
were deeply investigated.

Materials and Methods
Materials and Raw Water

Flaxseed was purchased from a local market and stored at 
room temperature, (Al2 (SO4)3.16H2O, n-hexane, what man filter 
paper grad 1, NaHCO3 were purchased from Somat-co, El- Riyad 
City. The raw water was collected from different wells in Skaka, 
Al Jouf, and Saudi Arabia. The characteristics of raw water are 
illustrated in (Table 1). All the experiments were conducted 
without prior modifications of samples.

Int J Environ Sci Nat Res 11(2): IJESNR.MS.ID.555809 (2018) 0049

Research Article
Volume 11 Issue 2 - May 2018
DOI: 10.19080/IJESNR.2018.10.555808

Int J Environ Sci Nat Res
Copyright © All rights are reserved by Mohamed Gar Alalm

Annotation

In the present study, the removal of turbidity and natural organic matter (NOM) by modified flaxseed husk (MFH) were investigated. The 
characterization of MFH revealed high specific surface area (125.18 m2/g) with average pore diameter of 26.28 μm. Moreover, FTIR spectra 
indicated the existence of large number of amino groups. Flaxseed husk was mixed with aluminum sulphate to increase the efficiency of 
coagulation. The optimum ratio for removal of NOM was (40%:60%). The NOM was quantified in this study by the UV light absorbance at 
wavelength of 254 nm (UV254). Using a MFH dosage of 50 mg/L attained a removal efficiency of 97.7 % for turbidity and 98.4 % for UV254. The 
experimental results revealed the favorability of treatment of raw water contaminated with NOM by MFH

Keywords: Coagulation; Flaxseed husk; Natural organic matter (NOM); Turbidity

Abbreviations: NOM: Natural Organic Matter; MFH: Modified Flaxseed Husk; FTIR: Fourier Transform Infrared Spectroscopy; BET: Brunauer-
Emmett-Teller.

Table 1: Physicochemical characteristics of raw water.

Temperature 0C pH Turbidity (NTU) UV254 (cm-1) T.D.S (mg.l-1) Conductivity (μs.cm-1)

20 - 23 7.0 - 7.8 4.0 - 9.5 0.05 - 0.44 975 - 989 1400 - 1408
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Experimental Work
MFH was prepared according to Tehrani et al. [19] with 

modification. First 50 gm of the seeds were washed with distilled 
water and treated with 0.5 M NaHCO3 (1:8 w/v, 40°C) under 
vigorous stirring for 1 hr. The seeds were then washed several 
times with distilled water and dried by remaining at room 
temperature for 24h. After removing of mucilage, the dried seeds 
were crushed by a general lab grinder and the resulting matter 
was stirred with n-hexane (1:5, w/v) for 6 h at 4°C. Hexane 
was renewed every 2 h by paper filtration of the suspension. 
Following final filtration, the treated matter was kept in dark to 
be air dried and then stored at 4°C. The resulted material was 
called (FH-OUT M,O). Fourier transform infrared spectroscopy 
(FTIR) spectra were recorded on a PerkinElmer “Spectrum BX” 
spectrometer in the range of 4000-400 cm-1 using KBr pellets for 
sample preparation. Surface area and pore size were determined 
by Brunauer-Emmett-Teller (BET) analysis using Belsorp-max 
automated apparatus using liquid N2 adsorption at temperature 
of 77 K. (FH-OUT M,O) was then used with aluminum sulphate 
(AS), as a mixed coagulant with different dosages as specified in 
(Table 2).

Table 2: Coagulants dosage combinations.

Point
% Coagulant 

(Al2(SO4)3.16H2O/ FH-
OUTM,O)

Coagulant dosage (mg.L-1)

Al2(SO4)3.16H2O FH-OUTM,O

1 0%,  100% 0 50

2 20%,  80% 5 40

3 40%,  60% 10 30

4 60%,  40% 15 20

5 80%,  20% 20 10

6 100% , 0% 25 0

Operational conditions of coagulation/flocculation and 
sedimentation process used in the association of seeds of (FH-
OUT M,O) and alum coagulants are presented on (Table 3). After 
completing the coagulation/flocculation and sedimentation 
process, samples was taken 3 cm under the water surface and 
filtered by what man filter paper grad 1 (pore size of 0.6 μm). 
Finally, the residual turbidity and UV254 were quantified by 
2100 P Turbidimeter Hach Co, and spectrophotometer DR 5000 
Hach Co respectively. For evaluation of coagulation efficiency, 
1000 ml of raw water was transferred into a beaker with a 
certain dosage of MFH. The process included 3 min of rapid mix 
at 350 rpm, 30 min of slow mixing at 60 rpm for flocculation, and 
30 min for settling. Adsorption experiments were executed by 
mixing MFH with raw water using a magnetic stirrer at 150 rpm 
for 120 min without heat. Subsequently, MFH was removed by 
filtration through a what man filter paper grad 1 (pore size of 0.6 
μm) for measurements. Hybrid process including coagulation 
and adsorption was carried out as follows: first: coagulation 
followed by adsorption, second: adsorption followed by 
coagulation. Coagulation and subsequent adsorption tests were 

performed after collection of samples after sedimentation, and 
then different doses of MFH were added. Adsorption followed 
by coagulation experiments were executed by adding a certain 
dosage of coagulants with mixing stirring similar to coagulation 
experiments. Then, a sample was taken using the same 
procedure.

Table 3: Operational conditions of coagulation/flocculation and 
sedimentation process for point 3, 4.

Assay 1 2 3 4 5 6

RMV 
(rpm) 200 300 350 250 300 350

RMT 
(min) 1 1 1 3 3 3

SMV 
(rpm) 60 60 60 60 60 60

SMT(min) 15 20 30 15 20 30

ST (min) 15 15 15 30 30 30

RMV: rapid mixing velocity; RMT: rapid mixing times; SMV: slow 
mixing velocity; SMT: slow mixing times; ST: sedimentation times.

Results and Discussion
Characterization of the FH

The specific surface area of FH was found to be 125.18 m2/g. 
The average pore diameter of FH was found to be 26.28 μm 
indicating reasonable adsorption capacity. FTIR spectra results 
are shown in (Figure 1). Ketone and alkane groups (C-H) were 
detected by the band intensity at 2850 c m-1 and 2925 cm-1, and 
the band at 1650 c m-1 was associated with the special vibration 
of aromatic cyclic groups. The intense vibration at 1350 cm-1 
further indicated that large number of amino groups has been 
grafted into the FH structure.

Figure 1: The FTIR analysis of FH.

Removal of Turbidity and NOM
The removal efficacies of turbidity and NOM at different 

percentages of AS / FH-OUTM, O are shown in (Figure 2). The 
higher percentage of AS leads to better removal of turbidity 
due to the abundance of dissolved positively charged aluminum 
ions which neutralize the suspended particulates and increase 
the potential of agglomeration and floc formation [5]. On the 
other hand, the optimal ratio of (AS / FH-OUTM, O) for removal 
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of NOM was (40/60) which attained a removal efficiency of 
81%. The higher percentage of AS leads to smaller surface area 
of coagulant/polymer which inhibit the adsorption of NOM on 
FH-OUTM,O. In addition, the lower percentage of AS decreases 
the efficiency of agglomeration and precipitation of suspended 
particulates which reduce the NOM removal.

Figure 2: Removal of turbidity and NOM using different ratios of 
(AS / FH-OUTM,O).

Figure 3: The effect of time for slow mixing at optimal condition, 
initial turbidity= 9.0 NTU, initial UV254 =0.35 cm-1, and MFH: (40% 
AS, 60% FH-OUTM,O).

The effect of slow mixing time on the removal of turbidity 
and NOM is shown in (Figure 3). It is clear that increasing the 
slow mixing time improved the removal of both turbidity and 
NOM. This improvement was attained because the particulates 
have adequate time to agglomerate and form stable flocs [20]. 
The maximum removal efficiency of turbidity was achieved 
after about 20 min of slow mixing, and additional time did not 
improve the removal of turbidity because the coagulant dose 
may be consumed at this stage and additional dosage may be 
required [21]. The optimum removal of NOM was attained after 
30 min of mixing, while additional time did not significantly 
improve the removal. Such a trend could be attributed to the 
consumption of aluminum ions and the occupation of all active 
sites on FH-OUTM,O surface[22]. Accordingly, the optimum slow 
mixing time is considered 30 min in this study. The adsorption 
of organic molecules may be attributed to the electrostatic 
attraction forces with amino groups of flaxseed husk which have 
been detected in FTIR spectra [9].

Effect MFH Dosage and Initial NOM
Different dosages of MFH were tested to investigate the 

optimum dosage for NOM and turbidity removal as shown 
in (Figure 4). It is clear that increasing the dosage more than 
30 mg/L slightly improve both turbidity and NOM removal. 
This finding is due to the agglomeration of most of suspended 
particulates and/or adsorption of dissolved organic matter on 
MFH particles [23]. Accordingly, excess MFH amount will not 
significantly improve the efficiency. 

Figure 4: The effect of different FH dose, initial turbidity= 9.5 
NTU, initial UV254 =0.4 cm-1, and MFH: (40% AS, 60% FH-
OUTM,O)

The removal efficiency of NOM at different initial 
concentrations was investigated and exhibited in (Figure 5). 
The removal efficiency results ranged from 98.4% to 100%, 
using the optimum dosage of MFH. The removal efficiency was 
between 98.8 % and 100 % for initial concentration of UV254 
between 0.05 to 0.18 mg/l, and between 98.4 % and 99.3 % for 
initial concentration of UV254 between 0.19 and 0.44 mg/l. The 
high efficiency is due to the attractive of NOM to the functional 
groups in FH and to the high surface area which suggests high 
adsorption capacity [11]. This finding indicates that the MFH 
could be used for removal of high concentration of NOM from 
water.

Figure 5: The effect of different concentrations at optimal 
condition, MFH: (40% AS 60% FH-OUTM,O).

Conclusion
In this study, flaxseed husk was modified and used for 

removal of turbidity and NOM from drinking water. The 
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characterization of FH reveals high adsorption capacity due to 
the high surface area and the existence of large number of amino 
groups. The optimal ratio of (AS / FH-OUTM,O) for removal of 
NOM was (40% / 60%) which attained a removal efficiency of 
81%. Increasing the dosage of MFH to 50 mg/L significantly 
improved the removal efficiency to 97.7 % for turbidity and 
98.4 % for UV254. Moreover, the MFH revealed high removal 
efficiency at higher initial UV254 value which suggests the 
favorability for treatment of raw water contaminated with NOM.

References
1. Trinh TK, Kang LS (2011) Response surface methodological approach 

to optimize the coagulation-flocculation process in drinking water 
treatment. Chem Eng Res Des 89(7): 1126-1135.

2. Singer PC (1994) Control of disinfection by-products in drinking-
water. J Environ Eng 120 (4): 727-744.

3. Cho MH, Lee CH, Lee S (2006) Effect of flocculation conditions on 
membrane permeability in coagulation-microfiltration. Desalination 
191(1-3): 386-396.

4. Hua G, Reckhow DA (2007) Comparison of disinfection byproduct 
formation from chlorine and alternative disinfectants. Water Res 
41(8): 1667-1678.

5. Ashery AF, Radwan K, Gar Alalm MI (2010) The effect of pH control on 
turbidity and NOM removal in conventional water treatment. Int Water 
Technol J 1(2): 1-16.

6. Chu W, Yao D, Gao N, Bond T, Templeton MR (2015) The enhanced 
removal of carbonaceous and nitrogenous disinfection by-product 
precursors using integrated permanganate oxidation and powdered 
activated carbon adsorption pretreatment. Chemosphere 141: 1-6.

7. Yan M, Wang D, Ni J, Qu J, Ni W, et al. (2009) Natural organic matter 
(NOM) removal in a typical North-China water plant by enhanced 
coagulation: Targets and techniques. Sep Purif Technol 68(3): 320-327.

8. Leiknes T, Odegaard H, Myklebust H (2004) Removal of natural 
organic matter (NOM) in drinking water treatment by coagulation-
microfiltration using metal membranes. J Memb Sci 242(1-2): 47-55.

9. Gar Alalm M, Tawfik A, Ookawara S (2015) Combined Solar advanced 
oxidation and PAC adsorption for removal of pesticides from industrial 
wastewater. J Mater Environ Sci 6(3): 800-809.

10. Gar Alalm M, Tawfik A, Ookawara S (2016) Enhancement of 
photocatalytic activity of TiO2 by immobilization on activated carbon 

for degradation of pharmaceuticals. J Environ Chem Eng 4(2): 1929-
1937.

11. Gar Alalm M, Ookawara S, Fukushi D, Sato A, Tawfik A (2016) Improved 
WO 3 photo catalytic efficiency using ZrO2 and Ru for the degradation 
of carbofuran and ampicillin. J Hazard Mater 302: 225-231.

12. Gar Alalm M, Tawfik A, Ookawara S (2014) Investigation of optimum 
conditions and costs estimation for degradation of phenol by solar 
photo-Fenton process. Appl Water Sci.

13. Robinson T, Chandran B, Nigam P (2002) Removal of dyes from a 
synthetic textile dye effluent by biosorption on apple pomace and 
wheat straw. Water Res 36(11): 2824-2830.

14. Gupta A, Vidyarthi SR, Sankararamakrishnan N (2015) Concurrent 
removal of As(III) and As(V) using green low cost functionalized 
biosorbent- Saccharum officinarum bagasse. J Environ Chem Eng 3(1): 
113-121.

15. Taşar Ş, Kaya F, Özer A (2014) Biosorption of lead(II) ions from 
aqueous solution by peanut shells: Equilibrium, thermodynamic and 
kinetic studies. J Environ Chem Eng 2(2): 1018-1026.

16. Saeed A, Iqbal M (2003) Bioremoval of cadmium from aqueous solution 
by black gram husk (Cicerarientinum). Water Res 37(14): 3472-3480.

17. Khan AH, Ahmad S, Ahmad A (1998) Role of Sawdust in the Removal 
of Copper(II) From Industrial Wastes. Water Res 32(10): 3085-3091.

18. Namasivayam C, Prabha D, Kumutha M (1998) Removal of direct red 
and acid brilliant blue by adsorption on to banana pith. Bioresour 
Technol 64(1): 77-79.

19. Tehrani MHH, Batal R, Kamalinejad M, Mahbubi A (2014) Extraction 
and purification of flaxseed proteins and studying their antibacterial 
activities. J Plant Sci 2(1): 70-76.

20. Gar Alalm M, Nasr M, Ookawara S (2016) Assessment of a novel spiral 
hydraulic flocculation/sedimentation system by CFD simulation, 
fuzzy inference system, and response surface methodology. Sep Purif 
Technol 169: 137-150.

21. Lotfy HR, Rashed IG (2002) A method for treating wastewater 
containing formaldehyde. Water Res 36(3): 633-637.

22. Gar Alalm M, Nasr M (2018) Artificial intelligence, regression model, 
and cost estimation for removal of chlorothalonil pesticide by activated 
carbon prepared from casuarina charcoal. Sustain Environ Res.

23. Ashry A, Radwan K, Gar Alalm M (2012) Enhanced coagulation using a 
spiral clari-flocculator. Int Water Technol J 2(2): 145-164.

Your next submission with Juniper Publishers    
      will reach you the below assets

• Quality Editorial service
• Swift Peer Review
• Reprints availability
• E-prints Service
• Manuscript Podcast for convenient understanding
• Global attainment for your research
• Manuscript accessibility in different formats 

         ( Pdf, E-pub, Full Text, Audio) 
• Unceasing customer service

               Track the below URL for one-step submission 
           https://juniperpublishers.com/online-submission.php

This work is licensed under Creative
Commons Attribution 4.0 License
DOI: 10.19080/IJESNR.2018.11.555809

http://dx.doi.org/10.19080/IJESNR.2018.11.555809
https://ascelibrary.org/doi/10.1061/%28ASCE%290733-9372%281994%29120%3A4%28727%29
https://ascelibrary.org/doi/10.1061/%28ASCE%290733-9372%281994%29120%3A4%28727%29
https://www.sciencedirect.com/science/article/pii/S0043135407000619
https://www.sciencedirect.com/science/article/pii/S0043135407000619
https://www.sciencedirect.com/science/article/pii/S0043135407000619
http://iwtc.info/wp-content/uploads/2011/07/G118.pdf
http://iwtc.info/wp-content/uploads/2011/07/G118.pdf
http://iwtc.info/wp-content/uploads/2011/07/G118.pdf
https://www.ncbi.nlm.nih.gov/pubmed/26065622
https://www.ncbi.nlm.nih.gov/pubmed/26065622
https://www.ncbi.nlm.nih.gov/pubmed/26065622
https://www.ncbi.nlm.nih.gov/pubmed/26065622
https://www.sciencedirect.com/science/article/pii/S1383586609002342
https://www.sciencedirect.com/science/article/pii/S1383586609002342
https://www.sciencedirect.com/science/article/pii/S1383586609002342
https://www.researchgate.net/publication/239705427_Removal_of_natural_organic_matter_NOM_in_drinking_water_treatment_by_coagulation-microfiltration_using_metal_membranes
https://www.researchgate.net/publication/239705427_Removal_of_natural_organic_matter_NOM_in_drinking_water_treatment_by_coagulation-microfiltration_using_metal_membranes
https://www.researchgate.net/publication/239705427_Removal_of_natural_organic_matter_NOM_in_drinking_water_treatment_by_coagulation-microfiltration_using_metal_membranes
https://www.jmaterenvironsci.com/Document/vol6/vol6_N3/94-JMES-1174-2014-Garalalm.pdf
https://www.jmaterenvironsci.com/Document/vol6/vol6_N3/94-JMES-1174-2014-Garalalm.pdf
https://www.jmaterenvironsci.com/Document/vol6/vol6_N3/94-JMES-1174-2014-Garalalm.pdf
https://www.sciencedirect.com/science/article/pii/S2213343716301026
https://www.sciencedirect.com/science/article/pii/S2213343716301026
https://www.sciencedirect.com/science/article/pii/S2213343716301026
https://www.sciencedirect.com/science/article/pii/S2213343716301026
https://www.ncbi.nlm.nih.gov/pubmed/26476309
https://www.ncbi.nlm.nih.gov/pubmed/26476309
https://www.ncbi.nlm.nih.gov/pubmed/26476309
https://link.springer.com/article/10.1007/s13201-014-0252-0
https://link.springer.com/article/10.1007/s13201-014-0252-0
https://link.springer.com/article/10.1007/s13201-014-0252-0
https://www.ncbi.nlm.nih.gov/pubmed/12146870
https://www.ncbi.nlm.nih.gov/pubmed/12146870
https://www.ncbi.nlm.nih.gov/pubmed/12146870
https://www.sciencedirect.com/science/article/pii/S2213343714002607
https://www.sciencedirect.com/science/article/pii/S2213343714002607
https://www.sciencedirect.com/science/article/pii/S2213343714002607
https://www.sciencedirect.com/science/article/pii/S2213343714002607
https://www.sciencedirect.com/science/article/pii/S2213343714000633
https://www.sciencedirect.com/science/article/pii/S2213343714000633
https://www.sciencedirect.com/science/article/pii/S2213343714000633
https://www.ncbi.nlm.nih.gov/pubmed/12834740
https://www.ncbi.nlm.nih.gov/pubmed/12834740
https://www.sciencedirect.com/journal/water-research/vol/32/issue/10
https://www.sciencedirect.com/journal/water-research/vol/32/issue/10
https://www.sciencedirect.com/science/article/pii/S0960852497867223
https://www.sciencedirect.com/science/article/pii/S0960852497867223
https://www.sciencedirect.com/science/article/pii/S0960852497867223
https://www.ncbi.nlm.nih.gov/pubmed/11827325
https://www.ncbi.nlm.nih.gov/pubmed/11827325
https://pdfs.semanticscholar.org/a4f0/1344e52c7fce48fcd9f85aadeefb6b8e2cbb.pdf
https://pdfs.semanticscholar.org/a4f0/1344e52c7fce48fcd9f85aadeefb6b8e2cbb.pdf
https://juniperpublishers.com/online-submission.php
http://dx.doi.org/10.19080/IJESNR.2018.11.555809

	Removal of Natural Organic Matter and Turbidity in Drinking Water by Modified Flaxseed Husk
	Annotation
	Keywords:
	Abbreviations:
	Introduction
	Materials and Methods
	Materials and Raw Water
	Experimental Work

	Results and Discussion
	Characterization of the FH
	Removal of Turbidity and NOM
	Effect MFH Dosage and Initial NOM

	Conclusion
	References
	Figure 1:
	Figure 2:
	Figure 3: 
	Figure 4:
	Figure 5:
	Table 1:
	Table 2:
	Table 3:

